Cox Head)}

Eff

900

1200

1500 Yards

( LEGEND

Harbor Boom
Interticlal Eoom
/NS Cpen Water Boom

@ Permanent Moorings

.:'gj Staging Area
E Command Post

A Collection Recovery Paint

@ Skimmer

=== Response VWessel

W= Vacuum Truck

Note: Not to be used for
navigational purposes

Araa Contingeanay Flan
Geographic Eesponse Plan Annex
Point of Contact
US Coast Guard MSC Portland, ME

800=-410=-9548

Created: January 3, 2002 @ 14:07




Lower Kennebec River

Site #
Strategy #

Port Region

NOAA Chart #
Latitude

Longitude

Water Depth Range
Max Current Range
Nearest Boat Ramp
Response Strategy Type
Type of Boom

Total Length of Boom
Strategy Implementation

Site Access

Staging Areas
Collection Points

Other Concerns

B-27

B-27-1

Casco Bay

13293

0-30'

1 knot

Atkins Bay, Cox Head

Deflection/Exclusion

Harbor

2300] feet

Deploy 700' of harbor boom north from Sabino Hd on the
east side of pilings & deploy 500' of harbor boom from the
end of the pilings northerly to deflect oil away from Atkins
Bay Inlet.; Deploy 700’ of harbor boom from Gilbert Head on
Long Island in a south southeasterly direction & anchor in
mid-channel, also deploy 400' harbor boom from Long
Island to Bay Point Neck.; Deploy 1,000' harbor boom from
east side of Bay Point to west side of Kennebec Point to
exclude Heal Eddy.; Deploy 1,000' of harbor boom from the
east side of Kennebec Point to the west side of Indian Point.

By road & by water from Morse Cove or Cox Head. Also,
Hunnewell Pt. at Mid-tide

Ft. Popham at Hunnewell

Between Bay Pt. and Long_j Island.




